
APPLICATIONS

Model “I-A” Relief Valve (CRN: OC11659.5)

How it works: Pressure acting on the differential piston area puts an axial force on the pin. At an exact set point, the pin
buckles and the valve opens in milliseconds for immediate pressure relief.
Relieves pressure to prevent pump, hose and system damage on mud and slurry pumps – ideal for pulsating pressure.

2” and 3” FNPT or 602 or 1502 ends.

Relief settings from 500 to 6,000 PSI with 14 set
pressure pins.

Change the settings by changing the pin. The set
pressure is shown on the pin label. The 2” and 3”
valves use the same interchangeable pins.

Reliable settings. +/– 5% accuracy of set pressure.

Simple dependable operation. One moving part.

Our advanced valves utilize a proven design principle
for all “poco” pins – (Euler’s Law).

Fatigue and pulsation are not factors that affect the
set pressure of the valve.

Reaches open position in milliseconds.

Provides a bubble-tight seal.

Stainless steel seat and piston are standard.

Greater washout resistance with no direct
impingement on seat or piston.

Replaceable seats.

1. Pins can be changed by one person in minutes
and can be stored in a pin container at the valve.

2. A proximity sensor can be installed to
remotely monitor when the valve opens.

3. Pin protector cage.

4. A flush port can be used to clear
lost circulation material for resetting.
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Use instead of shear and spring valves where  
you need greater accuracy and reliability.

Mud and slurry pump relief to 15,000 PSI.

Call (405) 789-1884         web: rupturepin.com         email: sales@rupturepin.com         fax: (405) 789-1942
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Advanced Custom and Standard
Valves for Pressure Relief
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